
Thank you for purchasing the Access Point AP-100AH.
AP-100AH is a wireless Access Point that supports IEEE 802.11ah (Wi-Fi HaLow™) and 
can be used as a base station to connect IEEE 802.11ah-compatible station devices 
with each other.
This Setup Guide explains how to con�gure and use AP-100AH in a wireless network.

IEEE 802.11ah Access Point

AP-100AH
Setup Guide

AP-100AH
AC adaptor
Wireless LAN antenna
Rubber feet (4pcs)

Following items are bundled with AP-100AH.

Con�guration Using AP-100AH’s Web Page

Connection to PC

Basic Con�guration
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1

Change the network settings of the PC to allow accessing 
AP-100AH.

AP-100AH can be con�gured by the following methods:

When you have only one AP-100AH unit, see Con�guration Using 
AP-100AH’s Web Page.
When you have multiple AP-100AH units, see Con�guration Using 
AMC Manager® and con�gure them one by one.

1) Con�guration Using AP-100AH’s Web Page
2) Con�guration Using AMC Manager®
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Connect the PC (to use for con�guration) and AP-100AH 
using a network cable. (1)
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【Bottom】

【Side】

Following items are required.

Network cable
Setup Guide (this document)
GPL license notice

【Top】

Connect the AC adaptor to AP-100AH (2) and the AC 
adaptor’s plug to an electrical outlet (3).
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Start a Web browser (Internet Explorer, Microsoft Edge, etc.) on 
the PC, enter the IP address of AP-100AH in the address bar and 
press the ENTER key.

3 The login password con�guration page is displayed. 
Enter the password to con�gure for AP-100AH and click Submit.
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Wireless LAN Antenna
Power LED ( ) (Orange)  (*)

Wireless LED ( ) (Yellow) (*)

Wired LED ( ) (Green) (*)

Push Switch

Status LED(Yellow)
Network Port
Link LED (Green)
DC Connector
E/A1 (wired)
E/A2 (wireless)
S/N

Antenna for wireless communication
ON: Powered on
ON: STA（station） is connected.
BLINK: Data communication is occurring. 
ON: Wired LAN port is enabled.
Press this switch for the following operations when AP-100AH is on.
Initialization: Press and hold, and release the switch in 5 sec or 
longer.
Restart: Press and hold, and release the switch in 5 sec or shorter.
Blinks while communicating in a wired LAN.
Connect a network cable.
Turns on when connected to a wired LAN.
Connect an AC adaptor.
Ethernet Address of the wired LAN
Ethernet Address of the wireless LAN
Serial Number

(1)
(2)
(3)

(4)
(5)

(6)
(7)
(8)
(9)

(10)
(11)
(12)

AP-100AH(3)

(1)
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(1)

(2)

Click Login from the page menu. 5 The login is completed.6

*  The login password con�guration page is displayed only 
when AP-100AH is con�gured for the �rst time.

Access to AP-100AH’s Web PageNetwork Setting of PC

Click the setting from the page menu (1), enter the necessary settings 
at the displayed page (2) and click Submit (3).

8 To take e�ect of the changes, restart AP-100AH. 
Click Restart from the page menu.

Click Yes to restart AP-100AH.9

(*） LED light pattern
　 All 3 LEDs (Power/Wireless/Wired LEDs) turn on when AP-100AH is started. 
      Then, Wireless/Wired LEDs turn o� in 1 sec, and start to turn on/blink as described in the above table.

Login Authentication

The Web page of AP-100AH is displayed.
Log into the Web page to continue the con�guration.

The login menu window is displayed. Enter the login password 
you have con�gured and click Login.

(6)(7)(8)(9) (5)

(2)

(4)

(3)

(10)-(12)

* For the con�guration, connect AP-100AH to the PC using a network cable.

The con�guration has now been completed.

(1)

Package Contents

Parts and Function

Network Cable
PC to use for con�guration

Necessary ItemsCon�guration Method

Network CableAC Adaptor

Electrical Outlet

PC

Example:
When AP-100AH has the factory default setting, the IP 
Address of AP-100AH is set to "169.254.111.111".
Then, change the network settings of your PC as below:
       - IP Address       : 169.254.111.1
       - Subnet Mask  : 255.255.0.0

* Please be sure to set a unique address to your PC, that is not 
used by AP-100AH.
By default, AP-100AH has an IP Address of "169.254.111.111".

* For details on each setting, refer to the User's Manual or the 
Help page.  Clicking HELP on top right of the page will open 
the Help page.(1)

(2)

(3)




